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	Množ.
	P/N
	Název

	 
	 
	 

	13
	WS-C2960X-48TS-L
	Catalyst 2960-X 48 GigE, 4 x 1G SFP, LAN Base

	12
	C2960X-STACK
	Catalyst 2960-X FlexStack Plus Stacking Module optional

	3
	CAB-STK-E-3M
	Cisco FlexStack 3m stacking cable

	4
	PWR-RPS2300
	Cisco Redundant Power System 2300 and Blower,No Power Supply

	13
	CAB-RPS2300-E=
	Spare RPS Cable for Cat 3K-E, 2960 PoE Switches and ISR G2

	7
	C3K-PWR-750WAC=
	Catalyst 3750-E/3560-E/RPS 2300 750WAC power supply spare

	 
	 
	 

	13
	CON-SCN-WSC248TS
	SC CORE 8X5XNBD Catalyst 2960-X 48 GigE, 4 x 1G SFP, LAN – zadavatel požaduje tříletou záruční dobu

	4
	CON-SCN-RPS2300
	SC CORE 8X5XNBD PWR-RPS2300 – zadavatel požaduje tříletou záruční dobu

	 
	 
	 

	2
	 
	Patch cord LC/PC na SC/APC 2m, singlemode

	2
	 
	1000 Base LX/LH SFP with DDM - OEM

	2
	AP9630
	UPS Network Management Card 2

	1
	SMT1000RMI2UC
	APC Smart-UPS 1000 VA LCD RM 2U 230 V

	4
	J11MXL907C073
	PDU 7x230V,1U,19'' 1x10A IEC320 C14, kabel 3m, RAL7035 (ACC) - J11MXL907C073

	20
	80197111
	Vyvazovací panel 19" 1U BK plastový CMP4 černý (intelek) - 

	 
	 
	 

	64
	člověkohodin
	Výměna a konfigurace 




